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JUPITER SPOT TRIF

[NoagkntoyeHmne
Electrical connection

OBO3HAYEHMA
Designation

Paboynit Homb
Null

dasza
Lead

3allUuTHOe 3a3eMNeHne
Protective earth

FEPMETMYHAA KOPOBKA / I'PLL
Sealed box / Electrical shield

NUTAHUE ~ 220 V
POWER SUPPLY ~ 220 V

r'MOPOU3ONNPYIOWAA MYDTA
WATER-INSULATING COUPLER

BJIOK MUTAHWA (3aBUCUT OT UCMIONHEHUS CBETUSTbHMKA)
POWER SUPPLY (depends on the design of the luminaire)

NPOBO K CBETUNBHUKY
LEAD TO THE LUMINAIRE
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TRIF

TexHu4yeckKme XapakKTepUCTHUKHM NOTOJT0OHHOIo cBetTogamMoaHoOro

TRIF JUPITER SPOT

CBeTUJIbHUKa

LiBeToBaa Temnepartypa (K)

3000/4000/RGB/RGBW /R/G/B

CBeToBOM MNOTOK (/IM/BT)

170

LiBeTonepegava (Ra)

90

OnTUKa

159, 250, 309, 45°, 60°, 90°

MNoaknoyeHme

/lpariBep noctosiHHOro Toka 150MA (8 BT), 350 MA (18 BT),
500 MA (27 BTt), 700 MA (36 BT)

CreneHb 3alluThbl

P68

Marepuan

AHOIMPOBaHHbIX a/lloMMHMM, cTasb U MJIEKCUTJIAC

Specifications of ceiling LED spotlight

TRIF JUPITER SPOT

Color temperature (K)

3000/4000/RGB/RGBW /R/G/B

Luminous efficacy (Lm/W)

170

Color Rendering Index (Ra)

90

Optics

159, 250, 309, 45°, 60°, 90°

Connection

DC 150 mA (8 W) 350 mA (18 W) 500 mA (27 W),
700 mA (36 W)

Ingress Protection Rating

P68

Material

Anodized aluminum, stainless steel and PLEXIGLAS
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TRIF
CXEMA 2/IEKTPUYECKAA
ELECTRIC SCHEME

JUPITER SPOT
NoAKN04YEeHMEe HaCTEHHOro CBETOANOAHOIO CBETUJ/IbHUKA
C MCTOYHMKOM MOCTOAHHOIO TOKA

JUPITER SPOT
connection of a wall LED Light Fixture
With constant current source

MCTOYHUK NOCTOAHHOrO TOKa
DC (150mA/350mA/500mA/700ma)

O3y 1

JUPITER
SPOT

JUPITER

JUPITER
SPOT
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